
Designation of a Notified Body pursuant to the Construction
Products Regulation

From : Ministry of Regional Development
and Public Works
17-19 Cyril and Methodius Str.
1202 Sofia
Bulgaria

To : European Commission
GROWTH Directorate-General
200 Rue de la Loi,
B-1049 Brussels.

Other Member States

Reference : Regulation (EU) No 305/2011 - Construction products

Body name, address, telephone, fax, email, website :

University of Architecture, Civil Engineering and Geodesy, Research and Scientific Center
Hr.Smirnensky 1 str.
1046 Sofia
Bulgaria
Phone : +359 2 8657430
Fax : +359 2 8668278
Email : b_petrov@abv.bg
Website : www.uacg.bg

Body : NB 2144

Created : 06/01/2009 | Last update : 30/09/2015

The body is assessed according to :

EN 45012 - EN ISO/IEC 17021

EN 45001 - EN ISO/IEC 17025

EN 45011 - EN ISO/IEC 17065

The competence of the body was assessed by : Ministry of Regional Development and Public Works
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Authorised contact person(s) in Body
Name, direct telephone, and personal email

Assoc. Prof. Dr. Eng. Bogomil Petrov - +359 888414978 - b_petrov@abv.bg

Tasks performed by the Body :

Created : 27/06/2013 | Last update : 30/09/2015

Decision Product family, product/Intended use AVCP system Technical specification

96/581/EC Geotextiles (1/2) : - Geosynthetics (membranes and textiles),
geotextiles, geocomposites, geogrids, geomembranes and
geonets used: as fluid or gas barriers (in roads, railways,
foundations and walls, drainage systems, erosion control,
reservoirs and dams, canals, tunnels and underground
structures, liquid waste disposal or containment, for solid
waste storage or waste disposal), Geosynthetics (membranes
and textiles), geotextiles, geocomposites, geogrids,
geomembranes and geonets used: for reinforcement (in
roads, railways, foundations and walls, drainage systems,
erosion control, reservoirs and dams, canals, tunnels and
underground structures, liquid waste disposal or containment,
for solid waste storage or waste disposal).

FPC Certification
Body (System 2+)

EN 13249:2000

EN 13249:2000/A1:2005

EN 13257:2000

EN 13257:2000/A1:2005

EN 13257:2000/AC:2003

EN 13265:2000

EN 13265:2000/A1:2005

EN 13265:2000/AC:2003

EN 13361:2004

EN 13361:2004/A1:2006

EN 13362:2005

EN 13491:2004

EN 13491:2004/A1:2006

EN 13492:2004

EN 13492:2004/A1:2006

EN 13493:2005

96/581/EC Geotextiles (1/2) : - Geosynthetics (membranes and textiles),
geotextiles, geocomposites, geogrids, geomembranes and
geonets used: as protective layer (in roads, railways,
foundations and walls, drainage systems, erosion control,
reservoirs and dams, canals, tunnels and underground
structures, liquid waste disposal or containment, for solid
waste storage or waste disposal).

FPC Certification
Body (System 2+)

EN 13249:2000

EN 13249:2000/A1:2005

EN 13250:2000

EN 13250:2000/A1:2005

EN 13251:2000

EN 13251:2000/A1:2005

EN 13252:2000

EN 13252:2000/A1:2005

EN 13253:2000

EN 13253:2000/A1:2005

EN 13254:2000

EN 13254:2000/A1:2005

EN 13254:2000/AC:2003

EN 13255:2000

EN 13255:2000/A1:2005

EN 13255:2000/AC:2003

EN 13256:2000

EN 13256:2000/A1:2005

EN 13256:2000/AC:2003

EN 13257:2000

EN 13257:2000/A1:2005

EN 13257:2000/AC:2003

2 / 5



Decision Product family, product/Intended use AVCP system Technical specification

EN 13265:2000

EN 13265:2000/A1:2005

EN 13265:2000/AC:2003

EN 13361:2004

EN 13361:2004/A1:2006

EN 13362:2005

EN 13491:2004

EN 13491:2004/A1:2006

EN 13492:2004

EN 13492:2004/A1:2006

EN 13493:2005

96/581/EC Geotextiles (1/2) : - Geosynthetics (membranes and textiles),
geotextiles, geocomposites, geogrids, geomembranes and
geonets used: for drainage and/or filtration (in roads,
railways, foundations and walls, drainage systems, erosion
control, reservoirs and dams, canals, tunnels and
underground structures, liquid waste disposal or containment,
for solid waste storage or waste disposal).

FPC Certification
Body (System 2+)

EN 13249:2000

EN 13249:2000/A1:2005

EN 13250:2000

EN 13250:2000/A1:2005

EN 13251:2000

EN 13251:2000/A1:2005

EN 13252:2000

EN 13252:2000/A1:2005

EN 13253:2000

EN 13253:2000/A1:2005

EN 13257:2000

EN 13257:2000/A1:2005

EN 13257:2000/AC:2003

EN 13265:2000

EN 13265:2000/A1:2005

EN 13265:2000/AC:2003

EN 13361:2004

EN 13361:2004/A1:2006

EN 13362:2005

EN 13491:2004

EN 13491:2004/A1:2006

EN 13492:2004

EN 13492:2004/A1:2006

EN 13493:2005

97/463/EC Plastic anchors for use in concrete and masonry (1/1) : -
Plastic anchors for use in concrete and masonry (for use in
systems, such as facade systems, for fixing or supporting
elements which contribute to the stability of the systems).

FPC Certification
Body (System 2+)

ETAG 014 - Art 66(3)

97/556/EC External thermal insulation composite systems/kits with
rendering (ETICS)(1/1) : - External thermal insulation
composite systems/kits with rendering (ETICS) (in external
wall not subject to fire regulations), External thermal
insulation composite systems/kits with rendering (ETICS) (in
external wall subject to fire regulations).

FPC Certification
Body (System 2+)

ETAG 004 - Art 66(3)

97/740/EC Masonry and related products (1/3) : - Masonry units category
I (in walls, columns and partitions).

FPC Certification
Body (System 2+)

EN 771-1:2011

EN 771-2:2011

EN 771-3:2011

EN 771-4:2011
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EN 771-5:2011

EN 771-6:2011

97/740/EC Masonry and related products (1/3) : - Factory-made,
designed masonry mortars (in walls, columns and partitions).

FPC Certification
Body (System 2+)

EN 998-2:2010

98/143/EC Systems of mechanically fastened flexible roof waterproofing
membranes (1/1) : - Systems of mechanically fastened
flexible roof waterproofing membranes including the system
of fastening, jointing and edging, and sometimes thermal
insulation, limited to continuous watertight systems based on
flexible sheets (for roof waterproofing).

FPC Certification
Body (System 2+)

ETAG 006 - Art 66(3)

98/279/EC Non load bearing permanent shutterings: kits/systems based
on hollow blocks or panels of insulating materials and,
sometimes, concrete (1/1) : - Non load-bearing permanent
shuttering kits/systems, to be filled with normal concrete and,
where relevant, with reinforcement, based on either: panels
made of an insulating material (or a combination of an
insulating material and other materials), consisting of
shuttering leaves linked by spacers (for the construction of
external and internal walls not subject to fire regulations, in
buildings), Non load-bearing permanent shuttering
kits/systems, to be filled with normal concrete and, where
relevant, with reinforcement, based on either: hollow blocks
made of an insulating material (or a combination of an
insulating material and other materials) (for the construction
of external and internal walls subject to fire regulations, in
buildings).

FPC Certification
Body (System 2+)

ETAG 009 - Art 66(3)

98/598/EC Aggregates for uses with high safety requirements (2/2) : -
Fillers for bituminous mixtures and surface treatments (for
roads and other civil engineering works), Aggregates for
bituminous mixtures and surface treatments (for roads and
other civil engineering works), Armourstones (for hydraulic
structures and other civil engineering works), Railway ballast
(for railway works), Aggregates and fillers for concrete, mortar
and grout (in buildings, roads and other civil engineering
work), Aggregates for unbound and hydraulically bound
mixtures (for roads and other civil engineering works).

FPC Certification
Body (System 2+)

EN 12620:2002+A1:2008

EN 13043:2002

EN 13043:2002/AC:2004

EN 13055-1:2002

EN
13055-1:2002/AC:2004

EN 13055-2:2004

EN 13139:2002

EN 13139:2002/AC:2004

EN 13242:2002+A1:2007

EN 13383-1:2002

EN
13383-1:2002/AC:2004

EN 13450:2002

EN 13450:2002/AC:2004

98/601/EC Road construction products (1/2) : - Bituminous mixtures (for
road construction and surface treatment of roads).

FPC Certification
Body (System 2+)

EN 13108-1:2006

EN
13108-1:2006/AC:2008

EN 13108-2:2006

EN
13108-2:2006/AC:2008

EN 13108-3:2006

EN
13108-3:2006/AC:2008

EN 13108-4:2006

EN
13108-4:2006/AC:2008

EN 13108-5:2006

EN
13108-5:2006/AC:2008

EN 13108-6:2006
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EN
13108-6:2006/AC:2008

EN 13108-7:2006

EN
13108-7:2006/AC:2008

99/90/EC Membranes (1/3) : - Damp proofing sheets (in buildings). FPC Certification
Body (System 2+)

EN 13967:2012

EN 13969:2004

EN 13969:2004/A1:2006

99/90/EC Membranes (1/3) : - Roof sheets (in buildings). FPC Certification
Body (System 2+)

EN 13707:2004+A2:2009

EN 13956:2012

99/94/EC Precast normal/lightweight/autoclaved aerated concrete
products (1/1) : - Precast normal/lightweight/autoclaved
aerated concrete products (for structural use).

FPC Certification
Body (System 2+)

EN 1168:2005+A3:2011

EN 12794:2005+A1:2007

EN
12794:2005+A1:2007/AC:2008

EN 12843:2004

EN 13224:2011

EN 13225:2013

EN 13693:2004+A1:2009

EN 13747:2005+A2:2010

EN 13978-1:2005

EN 1520:2011

99/469/EC Products related to concrete, mortar and grout (1/2) : -
Admixtures (for concrete, mortar and grout).

FPC Certification
Body (System 2+)

EN 934-2:2009+A1:2012

EN 934-3:2009+A1:2012

EN 934-4:2009

EN 934-5:2007

99/469/EC Products related to concrete, mortar and grout (1/2) : -
Concrete protection and repair products (for other uses in
buildings and civil engineering works).

FPC Certification
Body (System 2+)

EN 1504-2:2004

EN 1504-3:2005

EN 1504-4:2004

EN 1504-5:2004

EN 1504-6:2006

EN 1504-7:2006

99/470/EC Construction adhesives (1/2) : - Adhesives for tiles (for
internal and external uses in buildings and other civil
engineering works).

Testing Laboratory
(System 3)

EN 12004:2007+A1:2012
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